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TRIPLEx	CABLE										UL	1426	Tinned	Boat	Cable

10/3 25 131102
3x5 mm2 100 131110
 300 131130
 500 131150
8/3 25 130902
3x8 mm2 50 130905
 100 130910
6/3 25 130702
3x13 mm2 50 130705
 100 130710

12/3 25 133302
3x3 mm2 100 133310
 250 133325
 700 133370

Features three Marine Grade™ primary conductors (white, 
black and green) in a white common jacket.

16/3  25 131702
3x1 mm2 100 131710
 250 131725
 500 131750
 1000 131799
14/3 25 131502
3x2 mm2 100 131510
 250 131525
 500 131550
 900 131590
12/3 25 131302
3x3 mm2 100 131310
 250 131325
 400 131340
 700 131370

16/3   25 133702
3x1 mm2 100 133710
 250 133725
 500 133750
14/3 25 133502
3x2 mm2 100 133510
 250 133525
 500 133550
 900 133590

STAnDARD	DUPLEx	CABLE							UL	1426	Tinned	Boat	Cable

18/2   20 189403
2x0.8 mm2 100 121910
 250 121925
 500 121950
16/2  15 189503
2x1 mm2 25 121702
 100 121710
 250 121725
 500 121750
 1000 121799
14/2 25 121502
2x2 mm2 100 121510
 250 121525
 500 121550
 1000 121599

Flat	Cable

12/2	 100 121310
2x3 mm2 250 121325
 500 121350
10/2 25 121102
2x5 mm2 100 121110
 250 121125
 400 121140
 800 121180
8/2 25 120902
2x8 mm2 50 120905
 100 120910
 250 120925
 500 120950
6/2	 50 120705
2x13 mm2 100 120710

Flat	Cable

Round	Cable

Cable Spool Item
Size Length(ft)  Number

Cable Spool Item
Size Length(ft)  Number

Cable Spool Item
Size Length(ft)  Number

Cable Spool Item
Size Length(ft)  Number

Cable Spool Item
Size Length(ft)  Number

Cable Spool Item
Size Length(ft)  Number

	 Marine	Grade™

	 Duplex	Flat	Wire	Specs

	 Cable		 nominal								Wt.	Per
	Size	(AWG)	 O.D.(in)								1000’(lbs.)
 18/2 3/16 x 9/32 49
  4.8x7.1 mm 22.2 kg

 16/2 3/16 x 5/16 51
  4.8x7.9 mm 23.1 kg

 14/2 7/32 x 11/32 65
  5.6x8.7 mm 29.5 kg

 12/2 7/32 x 3/8 82
  5.6x9.5 mm 37.3 kg

 10/2 1/4 x 15/32 128
  6.4x11.9 mm 58.2 kg

 8/2 11/32 x 5/8 230
  8.7x15.9 mm 104.5 kg

 6/2 13/32 x 3/4 364
  10.3x19 mm 165.5 kg

	 Marine	Grade™

	 Triplex	Flat	Wire	Specs

	 Cable		 nominal	 Wt.	Per
	Size	(AWG)	 O.D.(in)									1000’(lbs.)
16/3 3/16 x 15/32 75
  4.8x11.9 mm 34 kg

14/3 7/32 x 1/2 96
  5.6x12.6 mm 43.6 kg

12/3 7/32 x 17/32 125
  5.6x13.5 mm 56.8 kg

10/3 1/4 x 21/32 186
  6.4x16.7 mm 84.5 kg

8/3 3/8 x 1 287
  9.5x25.4 mm 130.4 kg

6/3 7/16 x 1-3/16 470
  11.1x30.2 mm 213.6 kg

	 Marine	Grade™

	 Triplex	Round	Wire	Specs

	 Cable		 nominal	 Wt.	Per
	Size	(AWG)	 O.D.(in)	
1000’(lbs.)
16/3 11/32 75
  8.7mm 34 kg

14/3 13/32 96
  10.3 mm 43.6 kg

12/3 7/16 125
  11.1 mm 56.8 kg

made in

made in

made in

Features red and black Marine Grade™ primary conductors in a 
white common jacket.
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