
Style 4351
Thank you for purchasing a Shakespeare antenna product. 

Customer comments are welcome. Before installing, please study the 
diagram and check parts supplied against those listed.

IMPORTANT!  Please read all instructions before installing.

The Style 4351 is a one-piece AM/FM antenna of 3’ overall 
length with cable. The antenna has a 1” 14-thread ferrule for 
mounting (mounts sold separately).

Installation Instructions

Choose a mounting location that is as free as possible from 
obstructions, as far as possible from other antennas and sources of 
RF, and within reach of the supplied cable.

DO NOT CUT THIS CABLE.

1.  Mount the antenna using a Style 4186 Ratchet Mount, Style 
495 Lift N Lay mount, or other suitable mount (mounts sold 
separately).  Follow the instructions included with the mount you 
choose.  The antenna can be mounted self-supporting using the 
recommended mounts.

2.  Route the cable to your AM/FM radio.

This antenna does not require an external grounding system, and 
works equally well on fiberglass, wood, or metal boats.

Cleaning instructions

To clean the antenna, use mild dishwashing liquid (one that is 
not harsh to the hands and without ammonia) in lukewarm water. Do 
not let fuels or solvents come in contact with the antenna.
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Supplied Parts

1  Antenna assembly

35-90-0768-00

Antenna assembly

DO NOT 
CUT CABLE

Motorola type pin plug 
to AM/FM radio

Tech Tip:  This antenna will 
read “open circuit” when 
tested with an ohn meter 
or continuity tester.
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