
	   	  
SDD-‐110	  Specifications	  

	  
	   	  Power	  supply:	   9.50	  to	  16.00	  VDC,	  .037	  amps	  nominal	  
Operating	  
temperature:	   32	  to	  122	  F	  (0	  to	  50	  C)	  
Size:	   4.3"	  x	  4.3"	  x	  3.5"	  deep	  (110	  x	  110	  x	  89	  mm)	  
Depth	  range:	   1.2	  to	  1000	  feet	  (0.3	  to	  365	  Meters)	  

Resolution:	  
0.1	  Feet,	  Meters	  or	  Fathoms	  below	  20.0,	  Full	  digits	  above	  	  
20	  

Keel	  offset	  adjust	  
range:	   -‐20.0	  to	  +20.0	  feet	  
Alarms:	   Shallow	  depth	  alarm	  

	  
Deep	  depth	  alarm	  

	  
Anchor	  drag	  alarm	  

	  
External	  alarm	  output	  or	  (NMEA	  output)	  

Display:	  	   4	  digit	  LCD	  

	  
Feet,	  Meters	  and	  Fathmons	  icons	  

	  
Alarm	  ON/OFF	  icon	  

	  
5	  levels	  of	  backlighting	  

	  
External	  and	  internal	  ON/OFF	  control	  for	  backlights	  

	  
Varable	  display	  damping	  

NMEA	  0183:	   $SDDPT,	  Depth	  below	  transducer	  in	  Meters	  

	  
$SDDBT,	  Depth	  in	  Feet,	  Meters	  and	  Fathoms	  

	  


